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Artisan PZQDG Quick Dry Photo Gloss 
 
 
Overview Artisan PZQDG is premium photographic paper with a quick-dry gloss finish. PZQDG 

employs a micro porous water-resistant coating on a resin-coated photo-base paper enabling 
high ink saturation without cockling and prints that dry instantly without stickiness.  Featuring 
high whiteness for a wide color gamut, PZQDG yields prints with high color brilliance and 
detail. Compatible with water-based dye and pigmented inks on piezo and thermal inkjet 
printers. 

   
 
Specifications Caliper: 8.5 mil 
 Weight: 210 grams/m² 
 Opacity %: 97 
 Gloss (@60°): 35 
 Brightness: 96 
 Whiteness: 83 
 Ink Compatibility: Aqueous Dye- and Pigment-based inks 
 
 
Available Sizes 

Part Number PZQDG-24 PZQDG-36 PZQDG-42 PZQDG-44 PZQDG-50 PZQDG-60 
Roll Width 24”/610mm 36”/914mm 42”/1067mm 44”/1117mm 50”/1270mm 1524”/60mm 
Roll Length 100’/30.4m 100’/30.4m 100’/30.4m 100’/30.4m 100’/30.4m 100’/30.4m 

 
 
Storage/Handling Store in a controlled environment, approximately 70°F (21°C) +/-10°F and 50% RH +/- 5%, 

free from excessive dust and direct sunlight. Store material in its original packaging until 
ready to print. As with all digital printing materials, avoid touching the imaging side 
excessively as it will degrade print performance.   

 
 
Printing When printing use a high resolution setting (720dpi or higher) to optimize print quality. As with 

all inkjet media, we recommend this product be calibrated for optimum quality during printing.  
Actual results will vary depending on proper ink limitation, printer and rip settings and color 
management used. Pigmented inks recommended for optimal light and water fastness and to 
avoid accelerated fading when used with dye-based inks. 

   
 
Finishing Use a pressure sensitive or low-melt thermal lamination film to provide enhanced protection 

against abrasion, pollution, light fastness, and to add to the overall durability of the finished 
graphic. Wait a minimum of 2 hours after printing (recommended 24 hours) before laminating.  
If using a pressure sensitive laminate, allow the graphic to lay flat a minimum of 2 hours after 
laminating before trimming and rolling, when possible allow a 24 hour cure time. 

 
IMPORTANT! When mounting non-laminated prints, use Kraft or other bond paper product to 
cover the printed image before feeding through the laminator. If the image is not covered 
during the mounting process, the paper’s coating may stick to the laminator’s silicone rollers. 

 
When trimming the laminated or mounted graphic always cut through the softer material first 
using a freshly sharpened blade with a straight edge on tempered glass. 

 


