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Artisan SABWS Solvent Wall Shock 
 
 
Overview Artisan SABWS is a 150 denier polyester woven fabric with a water-resistant matte finish and 

low-tack, pressure sensitive adhesive.  The low-tac adhesive allows the product to be 
repositioned and reapplied multiple times. SABWS features a white solvent ink receptive 
coating that accepts heavy ink saturation for producing bright, richly colored graphics.  
Compatible with eco, mild and hard solvent inks, SABWS is ideal for a broad range of uses 
including backlit displays, window displays, sign boards, life-size photographic wall cut-outs, 
wall murals and more. 

 
  
Specifications Face Stock: 150x150 Denier 100% Woven Polyester 

Basis Caliper: 10.4 mil with liner (6.9mil base fabric) 
Weight: 4.1oz./yd², 139 g/m² (fabric only) 
Adhesive Type: Low-tack, removable and repositionable 
Backer: Recyclable polyester film 
Ink Compatibility: All solvent inks 
Laminate Compatibility: Solvent ink compatible liquid or spray laminates 

 
 
Sizes 

Part Number SABWS-36100 SABWS-50100 SABWS-60100 
Roll Width 36”/914mm 50”/1270mm 60”/1524mm 
Roll Length 100’/30.4m 100’/30.4m 100’/30.4m 

 Rolls wound print side out on a 3” core. 
 
 
Storage/Handling Store in a controlled environment, approximately 70°F (21°C) +/-10°F and 50% RH +/- 5%, 

free from excessive dust and direct sunlight. Store material in its original packaging until 
ready to print. As with all materials used in digital printing, avoid touching the imaging side 
excessively as it will degrade print performance 

 
 
Printing When printing we recommend using high resolution (720dpi or higher) along with a “multi-

pass” mode in order to optimize print quality. Set the printer to 35°C for both pre- & post-heat.  
As with all inkjet media, we recommend that this product be calibrated for optimum quality 
during printing. Actual results can vary depending on proper ink limitation, printer and rip 
settings and color management used. 

 
   
Finishing A solvent ink compatible liquid or spray laminate may be applied for enhanced surface 

protection.  Let print dry 24 hours before applying.  Once finished the printed graphic should 
be rolled, preferably onto a core, with the printed side facing inward.  Do not fold or crease 
the material. 


